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FEATURE OF PRODUCT SOFTWARE FEATURES
WECON PI9000 Series HMI PI-Series Human Machine Interface

>Remote control
EXCe”eﬂt Performance e Compatible forall HTML based browsers, >Linux OS

phones, tablets and computers o Pre-installed Linux-3.2.0 OS
P19150 ¢ Project easily transfer through internet ® Easily application development through PI-studio and
o CPU: Cortex A9 1.4GHz L / other softwares
PI8102 [
e RAM: DDRIII 512M N ,
Speed
e LCD: TFT 16,000k colors Ratio 1.3 °
. 2.0 1.5 times 2.0
e Sserial ports: RS232/RS485/RS422 times times times

e Storage: 4GB EMMC flash

® Maximum 32GB SD card supported, /—°
maximum 64GB USB flash disk supported >SQL Database
o Great data compatibility, easy data transferand
¢ Ethernet supported, CANBUS supported, managements

® Reliable data backups
e standard SQL syntax, powerful query function

USB 2.0 supported

Qe

® WEB camera ¢ Network printer (developing) ‘ >Multi-access \

°  WiFi ¢ USB fingerprint scanner  (developing) . lé/lultiple useracfc'ess " >Camera
® Easy access configuration

e USB Camera o Laser printer (developing)

)

boot Switch Communication scripts ° ODBCduel access
. . display = —
Compatiable Devices kD

¢ CAN DEVICE ¢ Micro printer (developing) « Separate operating screen e IP Camerasupported. Wide monitorrange
© RS232/RS485/RS422 ¢ USB scanner (developing) o USB camerasupported. Easy setup and access
® IC card/stripe reader (developing) @ Serial scanner (developing)
SMART APP remote control
Devices Rem
o) WECON O¢
(\\"O --"7CouDp” " - - Cc
((\O .7 ’ A e N O//@
\e . de‘OUg t. C}( .
O .- xe Shc A0
&L o S %
Q@ 4 'Q~e® .
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71N
) PI SERIES SPECIFICATIONS

) PI SERIES SPECIFICATIONS

PI8102

Model PI3102 PI8070
Linux QT

m PI8104 PI9120 PI9150
oS

Linux QT

Cortex A9 1.4GHz

(0N
CPU Cortex A8 600Miz CPU Cortex A8 600MHz
Screen Size 10.4 Inch 12 Inch 15Inch
Touch Screen High precision four-wireresistive
Resolution 800*600 1920*1080 1920*1080
Screen Size 7 Inch 10.2 Inch 7 Inch 10.2 Inch
Brightness 300cd/n? 300cd/nt 220cd/n?
Resolution 800*480 .
Display Contract 500:1
Brightness 300cd/n?
Displ Backlight LED
isplay 3
Contract 500:1 Backlight Life 50,000Hours
Bacidizh LED Color 260k colors (18bit) 1600k colors (24bit) 16000kcolors (24bit)
Backlight Life 50,000Hours . L . o
Touch Screen High precision four-wire resistive
Colors 16,000k colors (24bit) 260k colors (18bit) 16,000k colors (24bit) 260k colors (18bit) Flash 4GB EMMC
Flash 128MB 4GB EMMC
Storage RAM DDRIII 512MB DDRIII 512MB DDRIII 512MB
Storage
g RAM DDRIII 128VIB DDRIII512MB SD card Compatible
SD Card Compatible USB Host USB 2.0x 1
USB port USB Host: USB 2.0x 1; USB Client: USB 2.0x 1 USB Client USB 20x 1
COM1 RS232 RS422/RS485 RS232, RS422/RS485 COM1 RS232,RS422/RS485
Serial Ports Serial
COM2 RS232 /RS485 RS232, RS485 COM2 RS232,RS485
Ports Port Port
CoM3 - RS485 COM3 RS485
Ethernet PI 307N PI 310N PI 8070N PI 8102N Biemnet Yes Yes Yes
CAN N/A N/A PI 8070C PI 8102C CAN Yes Optional Optional
Power Supply 24VDC(12~28V DC) Power Supply 24V DC(12-28V DC)
Power <10W <10W <10W <20W Power <10W
Power Isolation N/A Builtein’ Power Isolation . Power Isolation Built—in Power Isolation N/A N/A
Power ouar ) )
Withstand Voltage 500VAC (<1 minute) Rt Stan ool RS SCOYAC (=l mfow)
Insulation Resistance >20MQ 500VDC eI e L SISOV
Seismi ist 10~ 25Hz (X, Y, Z direction 2G/30 minut
Seismic resistance 10~ 25Hz (X, Y, Z direction 2G/30 minutes) elsmic resistance a frection minutes)
Shell ABS
Shell ABS
Dimension (mm) 299.0W*222.0H*54.0D 312.6W*208.9H*49D 420.0W*310.0H*62.0D
Dimension (mm) 201.0W*146.6H*36.5D 272.0W*190.5H*41.4D 201.0W*146.6H*36.5D 272.0W*190.5H*41.4D Dimension
Dimension Mountingsize (mm) 288.0W*212.0H 305.0W*201.0H 381.0W*281.0H
Mounting size (mm) 192.0W*138.(H 2600W*1790H 192.0W*138.0H 2600W*1790H
Weight(KG) 1.9 2.2 3.1
Weight (KG) 0.6 1.2 0.6 1.2
Protection IP65 (Front panel)
Protectio n IP65 (Front panel) )
. Environment Temperature Storage :-30C ~ 70°C; Working -10C ~ 60C
nvironment RO _TOC - 10O A0
Temperature Storage: -30C~70°C; Working -10C~60°C Humidity 10~ 90%RH
Pl iy e CE Certification EN61000-6-2: 2005, EN61000-6-4: 2007 Standard
CE Certification EN61000-6-2: 2005 EN61000-6-4: 2007 Standard FCC Certification FCC Class A
FCC Certification FCC Class A Software PI Studio
PI Studio

Programming Software

Inheritance - Innovation - Insight
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O MOUNTING SIZE

PI8070 / PI3070

PI8102 /PI3102

3926
u 224

401

346.16

251
19559 —

242.6
]

242.6
—1188—

Inheritance - Innovation - Insight

243

393

SOFTWARE FEATURES

LEVI-Series Human Machine Interface

Administration
@ Level to level administration ensure your

data and operation on HMI is secured

® Massive recipe data supported o _
@ All operation history will be recorded

® Recipe transferis controlled by PLC
@ Easily change the recipe name and

formula on HMI ev0oee
.... (

® Maximum 12 payments SMS module

® Dynamic passwords setting ® The HMI data can be monitored
@ Flexible and simple passwords setup through SMS messages
® The HMI can be controlled by SMS

messages
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0 LEVISERIES SPECIFICATIONS

LEVI

SERIES

General

Power

Dimension

Operate

Environment

Extension

Screen Size
Resolution
Color
Brightness
Backlight
Touch Screen
Backlight Life
CPU
Storage
RTC
Printer Port
USB Port
SD card

COM1
COM CoM2
COM3
Power
Power Supply
Allowed Power Fail
Insulation Resistance
Withstand Voltage
Shell
Dimension (mm)
Mountingsize (mm)
Net /Gross (KG)
Temperature
Humidity
Seismic Resistance
Cooling
Ethernet
CAN
TTS
COM3

Protection

CE Certification

FCC Certification

Inheritance - Innovation - Insight

3.5Inch 4.3 Inch
320240 4807272
65536color
300 cd/n?
LED
High precision four-wire resistive
50000hours
32-bits 400MHzRISC
128MFLASH + 64MDDRAM
256KB
Serial port Printer
USB Host + USB Client
RS422/RS485 RS422/RS485
RS232 RS232
<5W < 5W
DC24V (12~ 28VDC)
< 5ms
>20MQ 500VDC
500VAC <1 minute
ABS, Black

96.0W*81.0H*33.0D 138.0W*86.0H*37.0D

91.0W* 73.0H 131.0W*79.0H 192.0W* 138.0H

0.24/042 0.3/0.6
Working Temperature: -10~ 60°C; Storage Temperature: -20~ 70C
Workinghumidity: 10~ 90%RH ; Storage humidity: 10~ 90%RH
10~ 25Hz (X, Y, Z direction 2G/30minutes)
Air cooling
- LEVI 430T-C

IP65 ((Front panel))
EN61000-6-2: 2005 EN61000-6-4: 2007 Standard
FCC Class A

LEVI350T LEVI430T LEVI700EL

7 Inch

800*480

RS232/RS422/RS485

201.0W*1466H* 36.5D

0.6/1.0

O LEVI SERIES SPECIFICATIONS

LEVI

SERIES

General

Power

Dimension

Environment

Extension

Screen Size
Resolution
Color
Brightness
Backlight
Touch Screen
Backlight Life
CPU
Storage
RTC
Printer Port
USB Port
SD card

COM1
COM COM2
COM3
Power
Power Supply
Allowed Power Fail
InsulationResistance
Withstand Voltage
Shell
Dimension (mm)
Mountingsize (mm)
Net /Gross (KG)
Temperature
Humidity
Seismic Resistance
Cooling
Ethernet
CAN
TTS
COM3

Protection

CE Certification

FCC Certification

m LEVI700E LEVI102EL LEVI102E

7 Inch 10.21Inch 10.2 Inch
800*480 800*480 800%80
65536Color
300cd/ni

LED

High precision four-wireresistive
50000hours
32-bis 400MHzRIS C
128MFLASH + 64MDDRAM
256KB
Serial port Printer

USB Host + USB Client

Compatible - Compatible
RS232/RS422/RS485 RS232/RS422/RS485 RS232/RS422/RS485
COM2:RS232/RS485 - RS232/RS485

Optiona | - Optiona |
Less than 8W Less than 8W Less than 8W

DC24V (12~ 28VDC)
< 5ms
Upon 20MQ 500VDC

500VAC <1 minute

ABS Black
201.0W*146.6H*36.5D 272.0W*190.3H*47.4D 272.0W*190.5H47.4D
1920W*138.0H 260.0W*179.(H 2600W*1790H
0.6/10 1.2/1.7 1.21.7

Working Temperature: -10~ 60°C; Storage Temperature: -20~ 70C
Workinghumidity: 10~ 90%RH; Storage humidity: 10~ 90%RH

10~ 25Hz (X. Y. Z direction 2G/30minutes)

Air cooling
LEVI700E-N - LEVI102E-N
LEVI70CE-C - LEVI102E -C
LEVI70CE-TTS - LEVI102E -TTS
LEVI70CE-E - LEVI102E -E

IP65 (Front panel)
EN61000-6-2: 2005 EN61000-6-4: 2007 Standard
FCC Class A
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@ Mounting Dimension

LEVI430T
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DEVICE SUPPORT

LEVI35O0T f Manufacturer Model /Protocol

LEVI700E / LEVI700EL

LEVI102E /LEVI102EL
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SOFTWARE&HARDWARE

LX-Series Programmable Logic Controller

........... PID Control

® PID auto-tuning
® Quick response, great stability,

smooth curve

@® Easy configuration
1100, i —
BE0. D | I =

d60, 0 Y A R N
o i /
= g4, 0

— _/ ....... i — -

] @+

sk USB/Multi-serial port

o
H

® USB monitoring and transferring
data with PLC
@® Maximum 6 protocols supported

@ Easy PLC interconnections setup

@® Maximum 4 channels pulse output
200K*2, 10K*2

hHI |] 10 - 20,000 Hz ]
""""""""""""""""""" . @ 6 channels high speed counter, f%
® Unique Kernel Encryption 2*200K, 410K |
® Multiple security protection ® 2 channels AB pulse input
A to prevent from cracking — @ Built-in 32-bit high speed comparator L[SV so00ms _ .

@® Ramping, positioning pulse output

Inheritance - Innovation - Insight 13Iwww.we-con.cém.cn/en
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EXPANSION MODULE BD BOARD
WECON LX-SERIES WECON LX-SERIES

® Multi-module connection:

Mixed type-. .~ Low cost
a. Maximum 16 analog modules
(requires additional power supply)
b. Maximum 8 I/0O modules
® AD module resolution: 16bits R Dual BD-board
® DA module resolution: 12bits Small size—" = access
® PT/TC module resolution: 14bits
= PT100 sensor: -100 ~ +600 (degree centigrade)
» Ktype sensor: -100 ~ +1200 (degree centigrade)
= Jtypesensor: -100 ~ +600 (degree centigrade) Model Resolution Input/Output Range Data Range
= Ttypesensor: -100~+400  (degree centigrade) DA 12 Output Current: 4~20mA 0-2000
» Etypesensor: -100~+1000 (degree centigrade) AD 12 InputCurrent: 4~20mA 0~2000
» Ntypesensor: -100~+1300 (degree centigrade) PT 14 Sensor: PT100-100~600C -1000-6000
= Btypesensor: +250~+1800 (degree centigrade) 1c 14 Sensor: K type -100~1200C -1000~12000
» Rtypesensor: -50~+1768  (degree centigrade) 1 H Sensor: J ype=100-600C -1000-6000
= Stypesensor: -100~+600 (degree centigrade) DAY iz gt Vol C-101 ~ZUL0-Z000
- Compatible with PID commands ADV 12 Input Voltage: -10~10V -2000~2000

LX3VP N:N »
Weight MOdUIe Setting Frequency .

0 7.5Hz
1 10 Hz ® Maximum 8 LX3VP series PLC can be connected through RS485 to communicate
®  Acquisition resolution: 24 bits 2 25 Hz ® 5 mode to choose, depend on required total connection address
® Weight calibration 3 50 Hz ® Quick data refresh
® Display gross or Net weight 4 60 Hz
tare is adiustabl 5 1501 Station 0 (Host ) Station 1 (Client) Station2 ( Client )
are s adjustable z M1000~M1063] DO~D7 |mmmmmmap | M1000~M1063] DO~D7 | = = = = = = = | M1000~M1063| DO~D7
@® Reset: rearrange all configurations 6 300 Hz M1064~M1127 |D32~D39| = = = = = = = M1064~M1127|D32~D39| mmmm == =» | M1064~M1127 |D32~D39
to default 7 600 Hz M1128~M1191|D64~D71| = = = o= = = M1128~M1191 |D64~D71| = m = = = = = M1128~M1191|D64~D71
® Stability Check 8 960 Hz
@® Auto-zero 2 20D

Inheritance - Innovation - Insight 15| www.we-con.com.cn/en
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Output: High speed pulse output:
T: Transistor 4H: 4 channels
R:Rela 2H: 2 channels
---.y.-1 jmmmmmmm==) ® 4 channels 200k pulse output
Total points: X and Y terminals 1 1 Power supply: .
e o i S ® 64K Ladder program capacit
o 1 o “® A AC85-~265V prog pacity
! 1 1 - D: DC 24V ® N:N PLC interconnection, Maximum 8 devices
LX3V'241 6 M T 4 'A2 ® T50~T191:1 ms non-accumulated timer
1 ] P o
o 1 .
Seri - LX3V LX3VP 4 - Instruction set:
eries type: ! PLC unit 1:1Sseries set
2:2N series set
Output Dimension Pulse Pulse BD Power 5 - - - =
PLC Model 1/0 RS485 Module utput ulse ulse ower
Type (mm) Counter Output Board Supply PLC Model 1/0 Dimension (mm) RS485 Module
Type Counter Output Board Supply
LX3V-0806MR-Al (D1) 8/6 Relay 75x107x87 2 0 1 1 No AC (DC)
LX3VP-1208MR-A1 (D1) 12/8 Relay 75x107x87 2 0 1 1 No AC (DC)
LX3V-0806MT-A1 (D1) 8/6 Transistor  75x107x87 2 2 1 1 No AC (DC)
e L 1278 Relay 755 107x87 5 o X . o U LX3VP-1208MT-A1 (D1) 12/8 Transistor 75x107x87 2 2 1 1 No AC (DC)
LX3V-1208MT-A1 (D1) 12/8 Transistor  75x107x87 2 2 1 1 No AC (DC) LX3VP-1208MR-AZ (D2) 12/8 Relay 75x107x87 2 0 1 1 No AC (DC)
LX3V-0806MR-A2 (D2) 8/6 Relay 75x107x87 2 0 1 1 No AC (DC) LX3VP-1208MT-A2 (D2) 12/8 Transistor 75x107x87 2 2 1 1 No AC (DC)
LX3V-0806MT-A2 (D2) 8/6 Transistor 75x107x87 2 2 1 1 No AC (DC) LX3VP-1212MR-A (D) 12/12 Relay 136x107x87 2 0 1 1 Yes AC (DC)
LX3V-1208MR-AZ (D2) 12/8 Relay 75x107x87 2 0 1 1 No AC (DC) LX3VP-1212MT-A (D) 12/12  Transistor 136x107x87 2 2 1 1 Yes AC (DC)
AR (D) 1278 B T 2 2 ! ! No HO (@0 LX3VP-1212MT4H-A (D) 12/12  Transistor 136x107x87 2 4 1 1 Yes  AC (DC)
[XOVIZIZMRA (D) ez Relay 13Ox10TET 2 0 ! ! ves AC (O LX3VP-1212MR2H-A (D) 12/12 Mix 136x107x87 2 2 1 1 Yes  AC (DC)
LX3V-1212MT-A (D) 12/12 Transistor  136x107x87 2 2 1 1 Yes AC (DC)
LX3VP-1412MR-A (D) 14/12 Relay 136x107x87 2 0 1 1 Yes AC (DC)
LX3V-1212MT4H-A (D) 12/12 Transistor  136x107x87 2 4 1 1 Yes AC (DC)
LX3VP-1412MT-A (D) 14/12 Transistor 136x107x87 2 2 1 1 Yes AC (DC)
LX3V-1212MR2H-A (D) 12/12 Mix 136x107x87 2 2 1 1 Yes AC (DC)
N () /12 Relay 136210787 5 o . . es % o) LX3VP-1412MT4H-A (D) 14/12 Transistor 136x107x87 2 4 1 1 Yes AC (DC)
LX3V-1412MT-A (D) 14/12  Transistor  136x107x87 2 2 1 1 Yes AC (DC) LX3VP-1412MR2H-A (D) 14/12 Mix 136x107x87 2 2 1 1 Yes  AC (DC)
LX3V-1412MT4H-A (D) 14/12 Transistor ~ 136x107x87 2 4 1 1 Yes AC (DC) LX3VP-1616MR-A (D) 16/16 Relay 175x107x87 2 0 1 2 Yes AC (DC)
LX3V-1412MR2H-A (D) 14/12 Mix 136x107x87 2 2 1 1 Yes AC (DC) LX3VP-1616MT-A (D) 16/16 Transistor 175x107x87 2 2 1 2 Yes AC (DC)
LX3V-1616MR-A (D) 16/16 Relay 175x107x87 2 0 1 2 Yes AC (DC) LX3VP-1616MT4H-A (D) 16/16  Transistor 175x107x87 2 4 1 2 Yes AC (DC)
LX3V-1616MT-A (D) 16/16 Transistor 175x107x87 2 2 1 2 Yes AC (DC) LX3VP-1616MR2H-A (D) 16716 Mix 175x107x87 2 2 1 2 Yes AC (DC)
LX3V-1616MT4H-A (D) 16/16 Transistor 175x107x87 2 4 1 2 Yes AC (DC) LX3VP-24 16MRA (D) i )i Rel — s o ) s v AC (DC)
- - elay X X es
LX3V-1616MR2H-A (D) 16/16 Mix 175x107x87 2 2 1 2 Yes AC (DC)
LX3VP-2416MT-A (D) 24/16 Transistor 175x107x87 2 2 1 2 Yes AC (DC)
LX3V-2416MR-A (D) 24/16 Relay 175x107x87 2 0 1 2 Yes AC (DC)
LX3VP-2416MT4H-A (D) 24/16 Transistor 175x107x87 2 4 1 2 Yes AC (DC)
LX3V-2416MT-A (D) 24/16 Transistor  175x107x87 2 2 1 2 Yes AC (DC)
LX3V-2416MT4H-A (D) 24/16 Transistor  175x107x87 2 4 1 2 Yes AC (DC) LX3VP-2416MR2H-A (D) 24/16 Mix L75x1078T 2 2 ! 2 Yes AC (DC)
LX3V-2416MR2H-A (D) 24/16 Mix 175x107x87 2 2 1 2 Yes AC (DC) LX3VP-2424MR-A (D) 24/24 Relay 221x107x87 2 0 1 2 Yes AC (DC)
LX3V-2424MR-A (D) 24/24 Relay 221x107x87 2 0 1 2 Yes AC (DC) LX3VP-2424MT-A (D) 24 /24 Transistor 221x107x87 2 2 1 2 Yes AC (DC)
LX3V-2424MT-A (D) 24 /24 Transistor 221x107x87 2 2 1 2 Yes AC (DC) LX3VP-2424MT4H-A (D) 24/24 Transistor 221x107x87 2 4 1 2 Yes AC (DC)
LX3V-2424MT4H-A (D) 24 /24 Transistor 221x107x87 2 4 1 2 Yes AC (DC) LX3VP-2424MR2H-A (D) 24/24 Mix 221x107x87 2 2 1 ? Yes AC (DC)
RS () 24724 Mix 221x107x87 2 2 ! 2 Yes HO (22 LX3VP-3624MR-A (D) 36/24 Relay 221x107x87 2 0 1 2 Yes  AC (DC)
LX3V-3624MR-A (D) 36/24 Rela 221x107x87 2 0 1 2 Yes AC (DC)
y LX3VP-3624MT-A (D) 36/24 Transistor 221x107x87 2 2 1 2 Yes AC (DC)
LX3V-3624MT-A (D) 36/24 Transistor 221x107x87 2 2 1 2 Yes AC (DC)
LX3VP-3624MT4H-A (D) 36 /24 Transistor 221x107x87 2 4 1 2 Yes AC (DC)
LX3V-3624MT4H-A (D) 36/24 Transistor 221x107x87 2 4 1 2 Yes AC (DC)
LX3VP-3624MR2H-A (D) 36/24 Mix 221x107x87 2 2 1 2 Yes AC (DC)
LX3V-3624MR2H-A (D) 36/24 Mix 221x107x87 2 2 1 2 Yes AC (DC)
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0 LX3VE SERIES PLC PRODUCTS

O MODULE AND BD BOARD PRODUCTS

@® 4 channels 200K pulse output
® 32Kladder program ca paCIty BD Board Function BD Board Function
@ S-type acceleration and deceleration
yp LX3V-2AD2DA-BD 2 * Analog Input/ Analog Qutput (4~20mA) LX3V-2PT-BD 2 * Thermal Resistance Input
® The time for acceleration and deceleration is independent
. 2 * ThermocoupleInput ;
@® Support E-CAM function LX3V-2ADV2DAV-BD 2 * Analog Input/ Output (-10V~10V) LX3V-2TC2DA-BD
2 * Analog Output (4~20mA)
2 * Thermal Resistance Input;
LX3V-2PT2DA-BD LX3V-2RS485-BD 2 * RS485Communication
2 * Analog Output (4~20mA)
Output Dimension Pulse Pull BD Power -
PLC Model Vo pe ) R I A B A Il I LX3V-2TC-BD 2 * ThermocoupleInput LX3V-CAN-BD 1 * CANCommunication
2.
LX3VE-1412MT-A 14/12 Transistor 136x107x87 2 Yes 2 1 1 Yes AC LX3V-4ADI-BD 4 * Analog Input (4~20mA) LX3V-ETH-BD 1 * Ethernet Communication
LXSVE-1412MT4HA Mo/ | Wewckny | DR 2 Yes 4 ! ! Yes A LX3V-4ADV-BD 4* Analog Input (-10V~10V) LX3V-2DAL-BD 2*Analog Current Output(4-20mA)
LX3VE-1616MT-A 16/16 Transistor 175x107x87 2 Yes 2 1 2 Yes AC
LX3V-2ADV-BD 2*Analog Voltage Input(-10v-10v) LX3V-2DAV-BD 2*Analog Voltage Output(-10v-10v)
LX3VE-1616MT4H-A 16/16 Transistor 175x107x87 2 Yes 4 1 2 Yes AC
- - £ -
LX3VE-2416MT-A 24/16 Transistor 221x107x87 2 Yes 2 1 2 Yes AC L LI REID & Analog Ciirigaits IpuieA0m)
LX3VE-2416MT4H-A 24/16 Transistor 221x107x87 2 Yes 4 1 2 Yes AC
LX3VE-2424MT-A 24/24 Transistor 221x107x87 2 Yes 2 1 2 Yes AC D P L ‘ S P E < I F I < A I I O N S
LX3VE-2424MT4H-A 24/24 Transistor 221x107x87 2 Yes 4 1 2 Yes AC
LX3VE-3624MT-A 36/24  Transistor 221x107x87 2 Yes 2 1 2 Yes AC
LX3VE-3624MT4H-A 36/24 Transistor 221x107x87 2 Yes 4 1 2 Yes AC G e n e ra | >>
3V Series 3VP Series 3VE Series
(3 MODULE AND BD BOARD PRODUCTS
Programming InstructionList/Ladder
P L C M O d u I e Total Instructions Basic Instructions: 27 / Applied Instruction: 136+2 140
Execute time Basic Instructions: 0.06us /Applied Instruction: 1~10us
System Storage 16K 64K 32K
Module Specification Module Specification
Download/Monitoring Serial Programming Cable /MiniUSB
LX3V-8EX 8 Input LX3V-2WT 2 * Weighting
o Transistor:
- 3 ) High Speed Pulse Output
LX3V-8EYR 8 Relay Output LX3V-1PSU Extended Power Supply Module 5 iomnnes () el oy el Biees RA ( 2dmneel @siloael)
LX3V-8EYT 8 Transistor Output LX3V-4AD 4 * Analog Input External Interrupt 6 Channels
LX3V-16EX 16 Input LX3V-4DA 4 * Analog Output Timer Interrupt 3 Channels
LX3V-16EYR 16 Relay Output LX3V-4PT 4 * Thermal Resistance Input Holding Addresses Adjustable
LX3V-16EYT 16 Transistor Output LX3V-4TC 4 * Thermocouple Input Storage FLASH
LX3V-1WT 1 * Weighting LX3V-4LTC 4*TC withIsolation(PID Control) Filter For all X input terminals
4*pulse generator. Each channel is independent. COM1: RS422 orRS485
Serial Port
4 M2 : RS4
The maximum pluses us 200kHZ. Support S-type 4* pulse generator. Each channel is independent. co S485
LX3V-4PGA accelerationand deceleration,two-speed positioning LX3V-4PGB The maximum pluses us 200kHZ. Support JOG, Temperature WorkingTemperature: 0~ 55C /Storage Temperature: 0~ 70T
operation; interruptsingle-speed positioning single speed positioning, home position returnand Humidity 35~ 85%RH (Withoutcondensation)

Inheritance - Innovation - Insight

operation,variable speed operation and single-speed

positioning operation.

speed change.

Shock Resistance

Noise Immunity

JIS C 0040Standard

Noise Voltage: 1000Vp-pPulse Width: 1us Frequency: 30~100Hz (Noise Simulator)
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Item
Output Mode
Input Power Supply
Output Circuit
COM Port Current

Insulation

Leak current

Min. Load
Resistive
Max. Load Inductive
General
ON
Response Time
OFF

Item
Voltage
Power Outage Time
Rush Current
Power Fuse
Power Consumption

Power Output

Item
Power Supply
Power Outage Time
Power Fuse
Rush Current

Power Consumption

Inheritance - Innovation - Insight

Relay Output

DC 24V

<AC 250V; <DC 30

Mechanistic

2A point 8A COM port
80VA

100W

<10ms

LX3V(P)-0806M/1208M/1212M/1412M

250V 1A
<35W

DC 24V 850mA

Transistor Output
NPN
DC 24V

DC 5~30V
<0.1mA (DC 30V)
Optical Coupling
0.1mA/DC 30V

DC 5V 2mA

0.5A point 0.8A COM port 0.3A HSPO point
12W/DC 24V7.2WHSPO point
0.9W/DC 24V

<0.2ms

(Pulse outputterminal: <5us)

LX3V(P) 1616M/2416M/3624M

AC 100~240V50~ 60Hz

10ms

<15A 5ms /AC 100V;<30A 5ms /AC 200V

250V3.15A
<60W

DC 24V 700mA

LX3V /LX3VP
DC 24V £10%
10ms
250V3.15A
<15A 1ms /DC 24V

<30W

00 o0 o
© 0 o0 o
00 o0 o

Wecon ]

87

107

\g =)

2045
M4 Screw mounting holes

1412MX

PLCSide

DIN rail
(35mmw)
mounting slot

aaaaaaaaaa cooo g g
I\@/ T J
1212MX
A
\ 4
1616MX
<
Ak

0
9
107

2045
M4 Screw mounting holes

2416MX

—

87. 5mm

—=

V4

90mm

2045
M4 Screw mounting holes

2424MX/3624MX

N [ Jooomoomo

ECON
LX3V-4AD

ViN

4

80mm
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